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Rogzit6-tavtarto; 2-t6l 5 polusig; szabadon futd vezetékekhez; fekete

Szin: M fekete

Mounting accessories WINSTA® MINI

The mounting accessories from the WINSTA® MINI product line guarantees you the maximum flexibility in electrical installation. A comprehensive range of acces-
sories rounds out the WINSTA® product line from WAGO. Where space is tight, our smallest pluggable connection system, WINSTA® MINI, consistently displays
its advantageous properties. It is very compact, and, thanks to Push-in CAGE CLAMP® spring pressure connection technology, it additionally can be installed
quickly, since the connection is low-maintenance and requires no screw connections.

WINSTA® MINI solutions for your electrical installation — protected against mismating and maintenance-free

The WINSTA® Pluggable Connection System allows pluggable electrical installation. This saves time, lowers costs, and reduces the need for servicing. Enjoy the
benefits of the pluggable version of our maintenance-free spring pressure connection technology too! Plan your installation with with protection against mismat-

ing from WAGO.

= consistent IP40 protection
» quick replacement of defective units during ongoing operation

Megjegyzések
General safety information

FIGYELEM: Tartsa be a szerelési és biztonsagi utasitasokat!

1. Only to be used by a qualified electrician or by a person electrically instructed for the task
(EIP per DIN VDE 0105-100).

2. Do not install while energized or under load.

3. Use only for its intended purpose.

4. Observe applicable national regulations, standards and directives.

5. Observe the technical specifications of the products.

6. Ensure correct polarity assignment.

7. Do not use damaged or contaminated components.

8. Observe conductor types, conductor cross-sections, strip lengths and cable diameters.
9. Insert conductors up to the stop.

10. Use only with locking lever and strain relief.

11. Use original accessories only.

Csak beiizemelési utmutatdval egyiitt arusithato!
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Geometriai adatok
Szélesség

Magassag

Mélység

Mechanikai adatok

Alkalmas

Anyag informaciék

Megjegyzés az anyag informécidkhoz
Szin

Szigetel6anyag

UL94 szerinti gydlékonysagi osztaly
Tiiz terhelés

Suly:

Kornyezeti feltételek
Feldolgozasi hémérséklet
Folyamatos m{ikddési hémérséklet

Vegye figyelembe a folyamatos miikodési hémérsékletet

Kereskedelmi adatok

Product Group

Nagy ECS (kis ECS)

Csomagolas tipusa

Szdrmazasi orszag

GTIN (globdlis kereskedelmi druazonositd szam)

Vémtarifaszam

Product Classification
UNSPSC

eCl@ss10.0

eCl@ss9.0

ETIM9.0

ETIM10.0

ECCN

Environmental Product Compliance
RoHS Compliance Status

60,2 mm /2.37 inch
30,6 mm/1.205inch
77,8 mm /3.063 inch

leng6 csatlakozasokhoz; 2 és 5 polus kdzott

fekete

Poliamid (PA66)
Vo

0.134 MJ

59

-5...+40°C
-35...+85°C

Szigetelések alacsonyabb, mint < 105 °C-0s hémérsékleti viszonyokhoz

20 (Winsta)

100 db

Taska

DE
4050821255093
39269097900

39121402

27-44-06-92
27-44-06-92

EC002863

EC002863

NO US CLASSIFICATION

Compliant,No Exemption
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Environmental Product Compliance

Compliance Search

Documentation

Bid Text

890-310 doc
20.11.2014 21.50 KB
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CAD/CAE-Data
CAD data CAE data

ZUKEN Portal 890-310

[~

A vltoztatas jogat fenntartjuk. Kérjiik, figyelmesen olvassa el a tovabbi termékdokumentacidkat is!

Ajelenleg érvényes cimek itt taldlhatéak: www.wago.com
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